
The Lindner & Sommerauer SL 50-150 Series  
combines high heat output, optimum combustion 
levels, total simplicity of use and straightforward 
maintenance. The range is capable of burning 
G30-G50 wood chips  and ENPlus A1 or A2 wood 
Pellets and can achieve heat outputs of 50 to 
150kW from a single unit. Up to 6 individual units 
can be combined in a cascade up to 900kW.

You can expect perfect combustion in the SL50-150 
series, at gasification temperatures in excess of 1,200oC.

The sleekly designed, modern touch screen control allows 
you complete control over timers, thermostats and other 
aspects of the biomass boiler’s controls. The boiler can 
be controlled remotely, leaving you always in control.

A patented burner system combined with a contra-
rotating grate, can generate exceptional heating 
efficiencies whilst preventing clinker deposits.

The four rows of vertical cylinders in the steel heat 
exchanger contain sprung, moving turbulators which 
operate during the cleaning  cycle to prevent the build-up 
of deposits on the heat exchanger surface. This ensures 
maximum heat transfer and reduced efficiency loss.

This system also comes with a two-piece auger 
channel (available in lengths up to 15m) and 
a separate lid for ease of maintenance.

This means your fuel store can be located underground, 
in a garage or outbuilding up to 15m away, 
whatever suits your project and budget the best.

There is very little ash produced to the volume of fuel 
used. The ash is transferred into two large and easily 
removable drawers. Automatic ash removal into a large 
external container is available as an optional extra.

Every Lindner & Sommerauer boiler comes 
with a 5-year warranty that covers all 
moving parts and electronic controls.

Y
ear Guarante
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BIOMASS BOILER: 

SL199-250

 

Max Heat Output kW 50 65 80 110 150

Min Heat Output kW 12.4 12.4 21.5 23.7 41.9

Combustion Efficiency % 91.9 Min
92.1 Max

93.1 Min
93.5 Max

91.7 Min
93.0Max

91.3 Min
93.7 Max

91.8 Min
93.8 Max

Width mm 770 770 870 870 1,050

Depth mm 1,050 1,050 1,265 1,265 1,465

Height mm 1,430 1,530 1,520 1,620 1,810

Flow & Return Diameter mm 40 40 40 40 40

Flue Connection Diameter mm 180 200 200 200 250

Flue Connection Height mm 650 650 615 615 640

Boiler Weight kg 675 740 920 980 1,405

Auger Weight kg 82 82 83 83 85

Water Content Li-
tres 110 116 120 190 340


